CLAIMS 

1. A watch comprising a case (1), a housing (2) 
defined by said case (1) , a movement (3) placed within 
said housing (2) , a bottom piece (6) to close said 

5 housing (2) arranged at the back of said movement (3) 
and means for engaging a bracelet (13) to said case 
(1) , wherein said case (1) comprises a base (la) that 
extends axially rearwards beyond said bottom piece 
y, (6) , said engagement means comprising a passage (12) 

3 for the insertion of said bracelet (13) , said passage 
(12) being formed diametrically in said base (la) , the 
cross section of said passage (12) , at least in a 
tract of the latter, having an outline that is 
substantially equal to that of said bracelet (13) , 
5 whereby a slight force is needed to make the bracelet 
slide in the passage, and the watch remains in 
position when the bracelet is worn. 

2. A watch according to claim 1, wherein said passage 
(12) comprises a rearward segment (2a) of said housing 

3 (2) and seatings (11) formed within projections (10) 
that protrude radially from diametrically opposite 
points of said base (1) , the cross-section of a 
seating (11) having an outline equal to the outline of 
the cross-section of said bracelet (13) . 
5 3. A watch according to claim 2, wherein said passage 
(12) is closed at the rear by a cover (14) that 
engages with said base (la) of said case (1) by means 
of a snap fit. 
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